
High-end speaker system extends display capabilities
Speaker System SP-864QSM

Order Code: 100014985 

Datasheet

High-End Quality Speaker System for 

NEC Large Format Displays MultiSync® 

C861Q and V864Q

The side-mounted speaker system delivers superior sound quality 
seamlessly combined with the 86’’ Large Format Displays, NEC 
MultiSync® C861Q and V864Q. The result is sound and vision excellence. 
The powerful audio performance makes the SP-864QSM a perfect fit for 
music and movie playback and also allows voice to be received with 
clarity from anywhere in the room.

The speaker’s superior sound quality extends the display capability 
making it the ideal combination for video conferencing in corporate office 
and educational environments. It adds audio support for video playback 
in a variety of applications such as meetings and conferencing, product 

presentations or at the point of sale. 

SP-864QSM MOUNTED TO NEC MULTISYNC® V864Q

 • Perfect fit design – the unobtrusive and modern styling ensures a harmonious connection between the speaker system and the display

 • Fast and easy installation – simply attach the speakers to the speaker bracket after mounting the display

 • Clearly audible – the wide dispersion extends the sweet spot anywhere in the room, transmitting the spoken word with perfect clarity 
to the participants of web or telephone conferences and remote meetings

 • Sophisticated engineering with crisp audio – the solid MDF cabinet effectively minimises potential resonances and interactions with 
the loudspeaker

 • Mission-critical 24/7 ready operation – with reliable, industry grade components and NEC trusted performance

Delivering Genuine Benefits
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Technical Specifications

Technical Drawings
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Placement of terminal

Placement of sockets 
for grille K02141_1.

3mm recession, adjust 
corners to router bit This drawing shows mounting 

holes for right speaker. Left speaker 
need holes on the opposite side.
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SP-864QSM

SP-864QSM

Order Code

SP-864QSM 100014985   

MAXIMUM INPUT

Short Term Power 100 W (Maximum)

Long Term Power 40 W (Maximum)

RATED SPEAKER IMPEDANCE 8 Ohm

FREQUENCY RESPONSE RANGE 70 Hz to 15 kHz

SOUND PRESSURE LEVEL 82.1 dB (2.83 V)

RECOMMENDED AMPLIFIER 7 W to 50 W

SUPPORTED NEC HARDWARE

Large Format Displays C861Q and V864Q

WARRANTY 3 years

For additional pictures and Solutions overview, 
Visit www.nec-display-solutions.com for details.


